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FRP Moulded Grating

Fibreglass Grating

Panel Sizes.

Item No.	 Height (mm)	 Mesh Size (mm)	 Standard Panel Size (mm)	 Open Area	 Weight (kg/m2)

1	 15	 38 x 38	 1220 x 3660	 72%	 6.0

2	 15	 20 x 20	 1247 x 4047, 1007 x 4047	 42%	 9.0 
		  40 x 40

3	 25	 38 x 38	 997 x 3050, 1225 x 3665	 69%	 12.3

4	 25	 40 x 40	 1007 x 3007, 1007 x 4007,  
			   1007 x 4047, 1247 x 4047	 67%	 12.2

5	 25	 25 x 100	 1009 x 3007, 1209 x 3657  
			   (Bearing bars to run width direction)	 67% 	 13.8

6	 30	 38 x 38	 1220 x 36, 60, 997 x 3030	 69%	 14.6

7	 30	 40 x 40	 1007 x 3007, 1007 x 4007,  
			   1007 x 4047, 1247 x 4047	 67%	 14.2

8	 30	 20 x 20	 1007 x 4007, 1247 x 4047	 42%	 18.1 
		  40 x 40

9	 38	 38 x 38	 997 x 3050, 1220 x 3660, 1525 x 4000	 68%	 19.0

10	 38	 25 x 152	 1226 x 36, 65,  
			   (Bearing bars to run width direction)	 56%	 22.4

11	 38	 20 x 20	 1007 x 4007, 1247 x 4047	 42%	 22.5 
		  40 x 40

12	 40	 40 x 40	 1007 x 3007, 1007 x 4007,  
			   1007 x 4047, 1247 x 4047	 67%	 20.0

13	 40	 20 x 20	 1247 x 4047	 42%	 23.7 
		  40 x 40

14	 50	 50.7 x 50.7	 1225 x 3665	 69%	 21.5

15	 60	 38 x 38	 1220 x 3660	 47%	 50.4

16	 P38	 38 x 38	 1230 x 3670	 68%	 17.5

17	 P30	 38 x 38	 1220 x 3660	 69%	 14.0
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FRP Moulded Grating

Fibreglass Grating

1. Tolerance per full 
panel:
+/- 3mm in length and 
width direction
+/- 1.5mm in thickness 
direction
Warp tolerance:
Length: 4.5mm per metre
Width: 2.5mm

2. Tolerance for cutting:
Length: +/- 5mm
Width: +/- 5mm
Circle: +/- 2mm


